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Abstract 

 Spectral surface reflectance is an essential input to terrestrial and inland water remote 

sensing investigations. Retrieving reflectance requires the removal of atmospheric influences from 

top-of-atmosphere reflectance observations, a process called atmospheric correction. The 

terrestrial atmospheric correction algorithm for the Ocean Color Instrument (OCI) onboard the 

Plankton, Aerosol, Cloud, ocean Ecosystem (PACE) satellite is described here. The algorithm, 

which corrects for gaseous absorption and simple atmospheric scattering over land, water, and 

clouds, is a modified version of the Ocean Biology Processing Group's (OBPG) process for 

retrieving remote sensing reflectance (Rrs) over water. The surface reflectance product suite, 

SFREFL, is an output of this atmospheric correction, containing surface reflectance for 122 OCI 

bands spanning the instrument's spectral range. SFREFL is produced as a Level 2 (L2) and a Level 

3 (L3) product, and is used to calculate several downstream PACE products.  

 

Plain Language Summary 

 Monitoring ecosystems from space often requires the use of a quantity called surface 

reflectance, which describes how much light is reflected by the Earth's surface. These 

measurements come from satellite data, like those produced by the Plankton, Aerosol, Cloud, 

ocean Ecosystem (PACE) mission. Satellites observe the Earth at the top of the atmosphere, so 

measurements of reflectance are complicated by the gasses and particles that make up the 

atmosphere as well as interactions between them and the light being studied. To calculate the 

reflectance as it would be seen at the base of the atmosphere, or the surface, data goes through a 

process called atmospheric correction; PACE's algorithm for the Ocean Color Instrument's (OCI) 

atmospheric correction is described in this document. After the surface reflectance spectra are 

retrieved, they can be analyzed for a multitude of properties such as descriptions of land vegetation 

characteristics or presence of cyanobacteria in the water. 
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Version Description 

 This is the version 1.1 of the ATBD for PACE OCI's terrestrial atmospheric correction 

algorithm employed by the Ocean Biology Processing Group (OBPG) in the most recent data 



 

processing. The algorithm described below corresponds to Version 3.1 of OCI's SFREFL product, 

and includes updated details on input/output parameters as well as text corrections. Future 

iterations of the SFREFL and this ATBD may be changed with upcoming data versions.  



 

1  Introduction 

 Earth observations rely on accurate measurements of the reflectance of light from objects 

on the surface. In order to calculate that reflectance, atmospheric interference must be removed 

from the signal through a process called atmospheric correction. There are many methods used to 

achieve this goal, and as a non-standard product, OCI's surface reflectance product suite (SFREFL) 

is investigating three separate algorithms: l2gen, ISOFIT, and MAIAC (Mobley et al., 2016; 

Thompson et al., 2018; Lyapustin et al., 2011). Currently, SFREFL is being produced and 

distributed using only the l2genalgorithm as described in this document. 

 The atmospheric correction performed by l2gen derives spectral surface reflectance 

measurements, 𝜌𝑠(𝜆), for 122 bands from the ultraviolet (UV) to the near infrared (NIR). These 

122 𝜌𝑠(𝜆) measurements are included as part of the Level 2 (L2) and Level 3 (L3) SFREFL product 

suite. Here, the term “surface reflectance” refers to the Hemispherical-Directional Reflectance as 

described in Schaepman-Strub et al., 2006.  

 

2  Context/Background 

2.1 Historical Perspective 

 The atmospheric correction for OCI's SFREFL suite is a modified version of OBPG's 

remote sensing reflectance (Rrs) algorithm. Development of this atmospheric correction method 

began with the launch of the Coastal Zone Color Scanner (CZCS) in 1978 on the Nimbus-7 

satellite. Initially, these efforts were hindered by a limited number of spectral bands which did not 

adequately address the complexity of atmospheric conditions and constituents. The launches of the 

Ocean Color and Temperature Scanner (OCTS) and the Sea-Viewing Wide Field-of-View Sensor 

(SeaWiFS) in 1996 and 1997, respectively, began an era of improved technology and a deepening 

understanding of atmospheric interactions. These sensors allowed for substantial progress to be 

made in the field, with several developments in aquatic atmospheric correction to follow. This era 

included the introduction of an algorithm by Howard Gordon and Menghua Wang utilizing near-

infrared bands to estimate and remove aerosol effects over water (Gordon & Wang, 1994). The 

algorithm, known as the black pixel assumption, was then expanded upon to better utilize the 

additional spectral information that hyperspectral ocean color sensors offer in the NIR and 

Shortwave Infrared (SWIR) bands (Ibrahim et al., 2019, Ibrahim & Mobley, 2024).  



 

 The development of this algorithm for use of over land was originally taken on for the 

SeaWiFS mission, so that whole-biosphere measurements could be measured (e.g., chlorophyll in 

water, and NDVI as a proxy for chlorophyll over land). The algorithm was simplified for that 

purpose to only correct for Rayleigh scattering contributions. For its utility on PACE OCI data, 

the algorithm was made more robust by including the same absorbing gas corrections as its Rrs 

counterpart. The resulting surface reflectance spectra are generated over land, but also over inland 

waters, the ocean, and clouds as well. 

 

3  Algorithm Description  

3.1 Scientific Theory 

 The starting quantity for many remote sensing analyses is the fraction of incoming solar 

radiation that is reflected by the Earth’s surface. However, OCI measures the spectral radiance at 

the top of the atmosphere (TOA). These measurements do contain the portion of the signal from 

the surface, but are complicated by contributions from atmospheric scattering, absorbing gases, 

and aerosols. Contributions from each of these components are typically removed during 

atmospheric correction, leaving only the part of the reflectance contributed by the surface. The 

atmospheric correction used to create the SFREFL product suite, part of OBPG’s l2gen processing 

code, corrects only for Rayleigh scattering and absorbing gases. No aerosol correction is currently 

included, although methods are being considered to include a correction and may be part of future 

data versions.   

 In addition to atmospheric correction, some surface reflectance products from other 

platforms include a bidirectional reflectance distribution function (BRDF) correction (e.g., the 

MODIS nadir BRDF-Adjusted Reflectance (NBAR) product, Schaaf et al., 2002), which accounts 

for angular effects due to observation viewing geometry. Although OCI's swath is wide and 

angular effects undoubtedly exist in the data, no correction for BRDF is included for OCI surface 

reflectance at the time of writing. Future versions of the SFREFL product may include a BRDF 

correction.                          

  

3.1.1 Scientific Theory Assumptions 

 See Section 3.2.1.  

 



 

3.2 Mathematical Theory 

 The total radiance Lt measured by a satellite-borne sensor at TOA can be described by 

contributions from the atmospheric path radiance, L0, and the surface reflectance, 𝜌𝑠, while 

accounting for transmittance as below: 

 

                  𝐿𝑇𝑂𝐴 = 𝐿0 +
𝑇𝑎𝑡𝑚𝑓0𝜇𝑠𝜌𝑠

𝜋[1−𝜌𝑠𝑆]
           (1) 

 

 Where 𝑇𝑎𝑡𝑚 is the atmospheric transmittance from the surface of the Earth to TOA, 𝑓0 is 

the solar irradiance, 𝜇𝑠 is the cosine of the solar zenith angle, and S is the spherical albedo (See 

Table 1 for further notation descriptions). For simplicity, dependences on solar and viewing angles 

(𝜃𝑠, 𝜃𝑣, 𝜑) have not been included in Equation 1. The mixing of radiance terms (Beginning with 

L) and reflectance terms (represented by 𝜌) can be modified in favor of reflectance if the above 

equation is normalized by the incident solar radiance, 𝑓0𝜇𝑠/𝜋. Solving for 𝜌𝑠 and splitting the 

atmospheric component into individual elements results in Equation (2).  

  𝜌𝑠 =
𝜋

𝑓0𝜇𝑠
∗

𝐿𝑡
𝑡𝑔𝑠𝑡𝑔𝑣

−𝐿𝑟

𝑡𝑠𝑡𝑣𝑡𝑂2𝑡𝐻2𝑂
           (2) 

 

 Because the surface reflectance is calculated over both land and water pixels, the spherical 

albedo correction is implemented in a separate step once the pixel is confirmed as being “land”. 

The final terrestrial surface reflectance is calculated as in Equation (3).  

 

  𝜌𝑠 =
𝜌𝑠

1+𝜌𝑠𝑆
                       (3) 

Definitions for each symbol are described in Table 1 below. 

 

 

Symbol Definition 

f0 Solar irradiance based on TSIS Version 2 (Coddington et al. 2023) 

𝜇𝑠 Cosine of the solar zenith angle 



 

Lr Radiance contribution due to Rayleigh scattering  

Lt Top of atmosphere radiance  

𝜌𝑠 Surface reflectance 

S Spherical albedo 

𝑡𝑂2
 The transmittance of diffuse radiation through oxygen 

𝑡𝐻2𝑂 The transmittance of diffuse radiation through water vapor 

𝑡𝑣 The diffuse transmittance in the viewing path from sensor to surface 

𝑡𝑔𝑣  The transmittance loss due to absorbing gasses for all radiation travelling 

along the sensor view path 

𝑡𝑠 The diffuse transmittance in the viewing path from Sun to surface 

𝑡𝑔𝑠 The transmittance loss due to absorbing gasses for all radiation travelling 

along the view path from Sun to sensor 

Table 1: Definitions of each relevant term in covered in this ATBD. NASA processing uses spectral 

radiance L with SI units of mW cm-2 μm-1 sr-1. 

 

 Most of the terms in the above equations are estimated through precomputed radiative 

transfer simulations or models that depend only on the sensor spectral response, solar and sensor 

viewing geometry, and ancillary information such as atmospheric gas concentrations. The surface 

reflectance calculation beings with correction of the Rayleigh optical thickness for pressure at each 

pixel. Then, the path radiance is calculated. It should be noted that path radiance over land is 

assumed by the algorithm to have only a Rayleigh component. Once path radiance is retrieved, 

diffuse transmittances are calculated. Transmittances can be split into contributions from the solar 

and sensor directions, respectively. The gasses accounted for by tg𝑣 and tg𝑠 are ozone, water 

vapor, nitrous oxide, nitrogen dioxide, carbon dioxide, carbon monoxide, methane, and oxygen. 

 

3.2.1 Mathematical Theory Assumptions 

 The algorithm makes several important assumptions: 

1. No aerosols are present and contributing to the TOA reflectance 

2. There is no coupling between gas absorption and molecule scattering 

3. The Earth is a Lambertian surface reflecting light isotropically 

 



 

3.3 Algorithm Input Variables 

 The data used as input variables is listed in Table 2 below. 

 

Name Description 

𝜌𝑡 or rhot Top of atmosphere reflectance, unitless 

p Surface pressure, mbar 

O3 Column ozone concentration, Dobson unit 

H2O Column water vapor concentration, molecules cm-2 

CO Column carbon monoxide concentration 

N2O Column nitrous oxide concentration 

NO2 Column nitrogen dioxide concentration 

CH4 Column methane concentration 

CO2 Column carbon dioxide concentration 

O2 Column oxygen concentration 

Table 2: Input variables to the l2gen atmospheric correction for surface reflectance algorithm. 

 

3.4 Algorithm Output Variables 

 The data produced as an output variable in the SFREFL suite is listed in Table 2 below.  

 

Name Description 

𝜌𝑠 or rhos Bottom of atmosphere reflectance, unitless 

l2_flags Quality flags associated with each pixel. Only applicable at Level 2. 

Table 3: Variables included in the SFREFL suite as an output of l2gen atmospheric correction. 

 

 The SFREFL suite is produced both regionally at Level 2 (L2) and globally at Level 3 (L3).  

L2 SFREFL files contain all pixels over land, water, and clouds, as well as the variable l2_flags. 

l2_flags contains data quality flags that can be used to mask out unwanted conditions, such as high 

solar zenith or cloud cover. More information about quality flags can be found at this link: 

https://oceancolor.gsfc.nasa.gov/resources/atbd/ocl2flags/. In L3, pixels containing clouds are 

filtered out. Global L3 maps are produced at daily, weekly, and monthly spatial/temporal averages 

https://oceancolor.gsfc.nasa.gov/resources/atbd/ocl2flags/


 

on 0.02-, 0.04-, and 0.1-degree grids (approximately 2 km, 4 km, and 11 km at the equator, 

respectively).  

 Each SFREL file is distributed in NetCDF format consistent with CF conventions. 

Specifics regarding the contents of each L2 group are described in Table 4 below, as well in the 

OB.DAAC’s more general, platform-agnostic Ocean Data Product User Guide, 

https://oceancolor.gsfc.nasa.gov/files/resources/docs/format/Ocean_Data_Product_Users_Guide.

pdf.  

 

L2 Group Description 

geophysical_data Retrieved geophysical parameters; 

Variables: rhos, l2_flags 

navigation_data Geolocation information; 

Variables: latitude, longitude, and tilt 

processing_control High-level summary of processing workflow used for retrievals; 

Variables: flag_percentages, input_parameters 

scan_line_attributes Location and observation information for each scan line (row) of data; 

Variables: clat, clon, csol_z, day, detnum, elat, elon, msec, mside, slat, 

slon, time, year 

sensor_band_parameters Information on spectral bands as applicable to the instrument; 

Variables: aw, bbw, F0, k_no2, k_oz, Tau_r, vcal_gain, vcal_offset, 

wavelength, wavelength_3d 

Table 4: Description of the groups contained in the L2 SFREFL NetCDF file. 

 

 Retrieved geophysical parameters in L3 products are not contained in a group, and instead 

are presented as data variables at the top of the data tree along with latitude (“lat”), longitude 

(“lon”), and applicable wavelengths (“wavelength_3d”). The processing control group is also 

present in L3 files.  

 

4  Algorithm Usage Constraints  

 The SFREFL product is currently listed as “provisional”, meaning it is in the process of 

being rigorously evaluated and validated for eventual elevation to “standard” status. As such, users 

should take note of the version of SFREFL data they use, as future iterations will contain updates 

https://oceancolor.gsfc.nasa.gov/files/resources/docs/format/Ocean_Data_Product_Users_Guide.pdf
https://oceancolor.gsfc.nasa.gov/files/resources/docs/format/Ocean_Data_Product_Users_Guide.pdf


 

or changes to the algorithm used to retrieve reflectance. For example, as mentioned in Sections 3.1 

and 3.2, the current l2gen surface reflectance algorithm does not correct for aerosols or angular 

affects caused by OCI’s wide swath and 20° tilt. Users should be aware that contributions from 

both listed factors will be present in the data until a correction is identified and implemented. Any 

updates pertaining to aerosol, BRDF, and other aspects of the algorithm will be logged in this 

document and reflected as part of an updated version number. 

 

5  Performance Assessment 

5.1 Validation Methods 

 Validation for the SFREFL suite is ongoing. As mentioned in Sections 1 and 4, the OCI 

SFREFL suite is provisional, and there are three algorithms being assessed for the standard 

product. Consequently, any validation or performance assessment needs to be done comparing 

each of the algorithms both to in-situ validation data and to each other with the goal of choosing 

the best algorithm for standard processing. An initiative undertaking that assessment has begun 

recently. Radiometric Calibration Network (RadCalNet) and LANDHYPERNET sites are being 

evaluated for use as ground data validation points, with Railroad Valley (RVUS) data already 

incorporated into a preliminary validation pipeline. The PACE Postlaunch Airborne eXperiment 

(PACE-PAX; Knobelspiesse et al., 2025, 2026) also collected in-situ reflectance at Ivanpah Playa 

and airborne data with the Portable Remote Imaging SpectroMeter (PRISM) and the Pushbroom 

Imager for Cloud and Aerosol Research and Development (PICARD) instruments, all of which 

will be used for surface reflectance validation as well. Results will be included here when 

generated.  

 However, though the SFREFL suite is not yet standard, it is available for public use on 

NASA’s Earthdata Search ecosystem. A performance assessment of the current l2gen algorithm is 

therefore necessary for the community to understand the quality of the product they would use in 

their analyses. As part of the broader validation effort described above, an interim evaluation of 

surface reflectance data over land is being conducted. The archive of RVUS reflectance data was 

gathered from the first PACE data day (early March 2024) to February 17th, 2026, and compared 

to OCI’s retrievals over the site. RadCalNet reflectance measurement methods are described in 

Czapla-Myers et al., 2008, and Czapla-Myers et al., 2020.  



 

 Figure 1 and Table 5 detail OCI’s surface reflectance retrieval performance relative to 

RVUS. Matchups were filtered to remove any data with clouds, anomalous atmospheric 

conditions, and surface water. Additionally, view zenith angle was filtered to < 60°, and solar 

zenith angles for both OCI and the field instrument were filtered to < 75°. Only ground points 

taken within 6 hours of the OCI overpass are considered valid matchups. Ground station spectra 

were bandpass-averaged to OCI’s spectral response for a one-to-one comparison. It should be 

noted that, due to RVUS spectral coverage, the UV portion of the OCI spectrum is not included in 

these matchup points. Finally, the data in Figure 1 and Table 5 are to be considered preliminary. 

Users should expect updated values over time due to incoming datasets with different spatial and 

temporal variability coverages and dynamic ranges, as well as the algorithm refinements 

mentioned previously. 

 

Figure 1: Mean surface reflectance spectra are plotted here, with PACE OCI data plotted in 

orange and RadCalNet RVUS data plotted in black. Each envelope represents +/- 1σ for the 

corresponding spectrum over all matchup points. N=275.  

Wavelength Mean Bias MedAE RMSE uRMSE 

400-2258 0.00894 0.02684 0.04723 0.04561 



 

Table 5: Statistics over all wavelengths for RVUS-OCI matchup spectra. MedAE is the median 

absolute error. RMSE is the root mean square error. uRMSE is the unbiased RMSE. 

More information on these matchups can be found on the PACE SFREFL Matchup page: 

https://pace.oceansciences.org/pace_sfrefl.htm. 

  

5.2 Uncertainties 

 As an advanced PACE product, standard uncertainty and error thresholds for surface 

reflectance were not defined at the start of the mission. Given the instrument characteristics and 

goals of the mission, it has been determined that following MODIS's accuracy requirements is 

acceptable as a validation metric (Roger et al., 2015). Thus, the accuracy to achieve for PACE OCI 

surface reflectance will follow ±(0.005 + 0.05 ∗  𝜌𝜆) where 𝜌𝜆 is the spectral surface reflectance. 

 

6  Algorithm Implementation 

6.1 Algorithm Availability 

 The l2gen algorithm is OBPG’s main L2 processing code, and has more functionality than 

retrieving surface reflectance. A graphical description of the atmospheric correction algorithm 

implementation within the l2gen processing code can be found here: 

https://oceancolor.gsfc.nasa.gov/docs/ocssw/atmocor1__land_8c.html   

 OBPG also provides l2gen within the Ocean Color Science Software (OCSSW) package 

for community use. OCSSW is distributed by OBPG through the Sea, earth, atmosphere Data 

Analysis System (SeaDAS), with both graphical user interface (GUI) and command line 

functionality. Tutorials and more information on SeaDAS and OCSSW can be found on NASA 

Earthdata at https://www.earthdata.nasa.gov/data/tools/seadas, and on the Help Hub at 

https://nasa.github.io/oceandata-notebooks/notebooks/oci/oci_ocssw_install.html. 

6.2 Input Data Access 

 Input variables from the Level 1B (L1B) data used in SFREFL processing can be 

downloaded from Earthdata through the methods described in this link: 

https://www.earthdata.nasa.gov/learn/tutorials/search-download-methods-data-archived-ob-daac. 

https://pace.oceansciences.org/pace_sfrefl.htm
https://oceancolor.gsfc.nasa.gov/docs/ocssw/atmocor1__land_8c.html
https://www.earthdata.nasa.gov/data/tools/seadas
https://nasa.github.io/oceandata-notebooks/notebooks/oci/oci_ocssw_install.html
https://www.earthdata.nasa.gov/learn/tutorials/search-download-methods-data-archived-ob-daac


 

Additionally, any ancillary data used (such as pressure or absorbing gas profiles) can be found at 

this link: https://oceancolor.gsfc.nasa.gov/resources/docs/ancillary/.   

6.3 Output Data Access 

 The SFREFL product can be downloaded through the "File Search" method described in 

the download methods link in Section 6.2 above, as well as through NASA Earthdata Search. 

Additionally, python packages such as earthaccess can be used to download these data. A tutorial 

for PACE data access through using earthaccess in python can be found on the OB.DAAC’s Help 

Hub: https://nasa.github.io/oceandata-notebooks/notebooks/oci/oci_data_access.html.  

 

6.4 Important Related URLs 

 Python tutorials on working with PACE and other OB.DAAC data can be found on the 

Help Hub, https://nasa.github.io/oceandata-notebooks/.  The Help Hub is a consistently maintained 

and updated repository of Jupyter notebooks demonstrating different methods for data access, 

visualization, and analysis. Resources include notebooks on working with SFREFL data in the 

“Land Surfaces from PACE-OCI” and “Projection & GeoTIFFs” tutorials. Many other PACE 

products are covered in Help Hub tutorials as well.  
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